
INSTALLATION & MAINTENANCE GUIDE
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Most of our lamps are built as standard in order to be wired
into your house. We still recommend that you refer to an
electrician for installation.

In order to protect the finish from excessive marks during
installation. We recommend that you ask the electrician to
wear the gloves we provide for handling the fixtures.

The use of aggressive cleaning products should be avoided
in order to maintain a beautiful finish.

GLASS BALL INSTALLATION

Our collarless glass balls use a clip system to hold the glass
in place. Please refer to our Glass Ball Installation and
Removal Guide for more details.

MAINTENANCE

UNFINISHED BRASS

Natural brass is a living material that ages beautifully. Over time,
it will gradually develop the rich, textured colour that makes it so
unique.

To avoid excessive marking, please wear gloves during
installation. It can be cleaned and dusted with a clean, dry
microfibre cloth.

POWDER COAT PAINT (LAMPSHADE)

The powder coating is very resistant on aluminum surfaces.
However, it is recommended to keep a good maintenance to
maintain a nice finish.
We recommend cleaning with warm water, mild soap and a
clean cloth. Avoid solvents, chemical and abrasive cleaners,
bleach and furniture polishes.

GLASS

Glass is a fragile material that needs to be handled with care. If
possible, please remove the glass ball before cleaning. We
recommend using a conventional glass cleaner or hot soapy
water and a clean cloth. Handling the glass with a clean cloth
will limit excessive fingerprints on the surface.

WARRANTY

All our products have a 2-year warranty.

Luminaire Authentik reserves the right to examine the
defective lamp at any time to determine the defect and its
cause. Luminaire Authentik therefore reserves the right to
judge if this defect is covered by the two-year warranty.

LA lamps are designed and custom-made according to the customer&#39;s needs. Although manufacturing is based on the models
shown on our website or in the showroom, it is possible that the final appearance may differ slightly, given the handcrafted

character of LA products.

INSTALLATION

The installation of a lamp is an important factor in creating
ambience you desire. Both enjoyable and practical. As every
space and every person is different, we recommend that you
refer to your designer or architect if you are unsure.

*As shown here, we suggest you calculate a 30 to 36 height above
the surface of the table and island to install the fixture.
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GLASS BALL INSTALLATION AND REMOVAL GUIDE

In order to protect it, we recommend wearing
gloves to manipulate the glass ball.

01
To insert the glass ball, unscrew the ring
(A) and slide the ring and dome (B) up the wire or rod.
Bring the glass ball closer.

02
Slowly lift the glass ball over the socket of the bulb.
Tilt the ball and bring it over the clip (C).
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GLASS BALL INSTALLATION AND REMOVAL GUIDE 
– CONT’D

03
Centre the fastener on the wall glass ball wall.
At this point, the glass ball should hold in place
and press against the fastener.
Replace the dome and ring.

04
Tighten the ring to secure. Make sure not to
overtighten the ring to avoid damage to the
glass ball and components.
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